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ARTpanel 89 | ARTwall 89 | ARTceiling 89
Broadband and low-frequency absorbers

Assembly and finishing
Depending on the size and special requirements, the 89mm acoustic panel is 
pre-assembled in our own workshop or on location assembled.

Sustainable solution
Incatro wants to contribute to a world with a better quality of life. That’s why 
we respect the environment and place special emphasis on the sustainability 
of our acoustic panels. This way, we can guarantee the long-term quality and 
acoustic properties of our products. Our photo prints and single-colour 
fabrics are easily replaceable, which means you can enjoy your acoustic pro-
duct for even longer. Since our products are free of harmful substances, they 
can be disposed of as normal waste. If you so desire, Incatro will also take 
back your product free of charge. 

Since 2018, Incatro has been certified by the Dutch TÜV with the NEN-EN- ISO 
14001:2015 certificate (International environmental management standard). 

Broadband and low-frequency 
absorbers
In addition to our 58 mm thick acoustic wall panel, acoustic wall cover-
ing and acoustic ceiling panel, we also offer an 89 mm version which 
has been specifically developed as a broadband and low-frequency ab-
sorber. These acoustic panels offer an NRC value of 0.6 (from 125Hz) 
or even 1.0 (for a bandwidth of 250 to 5000 Hz).

Customisation and design
The 89mm thick acoustic panels are available in all shapes, colours 
and sizes. They can be covered with any fabric. You have the choice 
between both smooth and textured fabrics, as well as between various 
colours. Or with a photo print (sublimation printing). 
In short, the design options are unlimited. 
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Technical specifications
Acoustic performance : NRC 0,95 / Alpha W = 1

Fire rating  : filling A1, cover fabric B 
     (B - s1 - d1)

Weight   : 11 kg/m2

Edge trim  : aluminium profile (89 mm thick) 
     with a visible edge of 1.8 mm at
     the front and a 1,2 x 1,2 cm 
     groove at the sides. 

      The aluminium profile is availa-
     ble in the colours white RAL 
     9016 and anthracite-black
     RAL 7021. The profile can also 
     be covered with fabric on 
     request (ARTpanel or suspen
     ded ARTceiling)

   
Design of the front :
Fabrics   : broad selection of modern 
     single-colour fabrics, both 
     smooth and textured (fabric 
     samples are available on 
     request). 
Prints   : very high-quality digital prints
     (sublimation printing)

Installation  : wall- or ceiling-mounted
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