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Shapes and design
INCAwood type Dukta Linar is an acoustic partition with a minimum thickness 
of 50 mm, made of 8-9 mm thick lacquered birch plywood or MDF panels (va-
rious colour options available). The sides are fitted with colour-coordinated 54 
mm wooden slats. The range consists of modules with 1 or 2 shafts that can 
be flexibly combined with each other. A module has a size of 115 x 180 x up to 
10 cm (W x H x D). Larger modules are available on request.

Sustainable solution
Incatro wants to contribute to a world with a better quality of life. That’s why 
we respect the environment and place special emphasis on the sustainability 
of our acoustic panels. This way, we can guarantee the long-term quality and 
acoustic properties of our products. Our photo prints and single-colour 
fabrics are easily replaceable, which means you can enjoy your acoustic pro-
duct for even longer. Since our products are free of harmful substances, they 
can be disposed of as normal waste. If you so desire, Incatro will also take 
back your product free of charge. 

Since 2018, Incatro has been certified by the Dutch TÜV with the NEN-EN- ISO 
14001:2015 certificate (International environmental management standard).

Acoustic system with wood
The INCAwood/Dukta system is an acoustic system that uses flexible 
wooden panels. The regular incisions of these Dukta panels change 
the static structure of the panels in a fundamental way, and the 4 mm 
incisions ensure that the panels are practically acoustically „invisible“. 
The cut sections ensure that the material becomes flexible but still 
retains its static strength and stability. 

Absorption and diffusion capacity
The INCAwood/Dukta acoustic system combines absorption with dif-
fusion. Due to the three-dimensional design and the interaction of re-
sonance and oscillation, the INCAwood/Dukta system has excellent 
absorption qualities even at low frequencies. In addition, INCAwood/
Dukta is an excellent diffuser that distributes sound homogeneously

INCAwood/Dukta    
Acoustic system with flexible wooden panels



INCATRO ROOM ACOUSTICS BV   |   +31 (0)475 33 69 69   |   info@incatro.com   |   www.incatro.com

Technical specifications
Acoustic performance : NRC 0,95 / Alpha W = 1

Weight   : 10 kg/m2

Dimensions  : per module 115 x 180 x 10 cm

Finish   : 8-9 mm lacquered birch multi
     plex or MDF (various colour 
     options) with 4 mm incisions 
    
Edge finish  : 54 mm wooden slats in 
     matching colour

Installation  : wall bracket for each module
     or screwed in place
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